FishersM66 Valve and Box Locator isdesigned specially forfind-
ing buried or paved over valves, box’s or vaults. Inaddition, the M-66
locatessunveymarkers,waterorgas meters, conduit, manholesandany
otherconcealedmetallicobject.

The M66 detectsallMmetals including alumimum, brass, copper,
iron, nickel, steel ortin.

Combining sensitivity andaccuracywith maximumground pen-
etration, the M-66 eliminates any guessworkwhen pinpointing hidden
metallicobjects.

Theelectronicbalance of the M66 is easily and quickly tunedfor
detectionwithinsecondswhile alsoallowing formaximumaudioand
visualindications.

Inthe Fishertradition, the M-66 is affordable, tough, and simple
tousewhile providing maximum performance. Atwoyear limitedwar-
ranty comes standardwiththe unit.
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Simple operation - only 2 knobs

Ultra-sensitivity and maximum penetration
through soil, asphalt or concrete

Ground rejection VLF (very low frequency)
eliminates false signals

Detects all metals

Built-in battery test

Analog meter and audio target signal

Adjustable shaft

Fully submersable 8 inch search cail
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Weather resistant design o
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specifications
Specifications subject to change without notice.
— M - 66
SearchLoopCorffiguration ........ Double D (directwired)
OutputFHequencyoflLoop ........ 45kHz,
Qutputindication ................... Speakerl6ohmimpedence
.................................... Audiofequency450Hz
PorerSupply ...cooevvveieiiiene, NVeach
PonerConsumgtion ................ OV)17mA
.................................... (+9V)4mAmin, 6 mAsound
.................................... threshold, 125mAmaxsound P
Weightwith8”call ................. 425 Ibs. . i,
OperatingTemp ........cccceevnenens -4°to0 +158°F ((20°to +70°C)
.................................... searchloopimmersibleinwater
DIMEnSioNS .....oovveeeeeieeeeenene, Length28”t048” adjustable
.................................... (7lcmtol22cm)
ShippingWeight ..................... 7lbs.
ShippingDimensions ............... 3A4.75'x12.75"x5.25”
.................................... (88.3x324x13.3cm)
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2 'Year Warrantl. .—. -Jarrants the M-66 to be free of defects in materials and
workmanshipwhenitis shipped from the factory. The terms of thiswarranty are fully explained inawarranty
registration card thataccompaniesthe instrument. Complete factory andfield service facilities support thewarranty.
*Warranty may vary outside the U.S. See your distributor for details.



